
LOGO! Logic module
LOGO! Modular

SIPLUS LOGO! Modular expansion modules
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 Ordering data Order No. Order No.
 

 A: Subject to export regulations: AL: N and ECCN: EAR99S

 



SIPLUS LOGO! DM8 24 6AG1 055-1PB00-2BY0

(extended temperature range and 
medial exposure)

Supply voltage 24 V DC, 
4x digital inputs 124 V DC, 
4x digital outputs 24 V DC, 0.3 A,
temperature range -40 ... +70 °C

SIPLUS LOGO! DM16 24R 6AG1 055-1NB10-2BA0

(extended temperature range and 
medial exposure)

Supply voltage 24 V DC, 
8x digital inputs 24 V DC, 
8x relay outputs 5 A,
temperature range -25 ... +70 °C

SIPLUS LOGO! AM2 AQ 6AG1 055-1MM00-2BY1

(extended temperature range and 
medial exposure)

24 V DC power supply, 
2x analog inputs 0 ... 10 V, 
0/4 ... 20 mA, 10-bit resolution,
temperature range -40 ... +70 °C

Accessories

LOGO! manual

German 6ED1 050-1AA00-0AE7

English 6ED1 050-1AA00-0BE7

French 6ED1 050-1AA00-0CE7

Spanish 6ED1 050-1AA00-0DE7

Italian 6ED1 050-1AA00-0EE7

Chinese 6ED1 050-1AA00-0KE7

LOGO! memory card 6ED1 056-5CA00-0BA0

for copying, 
with know-how protection

LOGO!Soft Comfort V6.0 A 6ED1 058-0BA02-0YA0

For programming on the PC in 
LAD/FBD; executes on 
Windows 98 SE and higher, Linux, 
MAC OSX; on CD-ROM

LOGO!Soft Comfort V6.0 
upgrade

A 6ED1 058-0CA02-0YE0

Upgrade from V1.0 to V6.0

LOGO! PC cable 6ED1 057-1AA00-0BA0

For program transfer between 
LOGO! and the PC
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